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/N 0.76um [.000030] MIN GOLD PER MIL—G—45204 ON MATING END
FOR A LENGTH OF 5.08 [.200] MIN WITH GOLD FLASH ON THE
REMAINDER OVER 0O.76um [.000030] MIN NICKEL PER QQ—N-—290.
/A 0.76um [.000030] MIN GOLD PER MIL—G—45204 ON MATING
END FOR A LENGTH OF 5.08 [.200] MIN WITH A UNIFORM
GRADIENT TO 0.25um [.000010] MIN GOLD PER MIL—G—45204
ON THE REMAINDER OVER 0.764m [.000030] MIN NICKEL PER SMALL PACK A 1-66399—-0 1-66399—1
QQ-—N—290. STANDARD A 1-66331—4 1-66399—0
/3\ 0.38um [.000015] MIN GOLD PER MIL—G—45204 ON MATING END SMALL PACK ! 665514 665999
FOR A LENGTH OF 5.08 [.200] MIN WITH GOLD FLASH ON THE o\OBSOLETE SMALL PACK 3 66331—7 663995
/A 127 um [.000050] MIN TIN—LEAD PER MIL—T—10727 OVER SESOLETE S"SATAALsnggK - 1?22?;1__12 ggé;é;g
O.76um [.000030] MIN NICKEL PER QQ—N—290. “TANDARD : TREIEY F6390_4
/5\ GOLD PLATING NEED NOT APPEAR IN THIS AREA. STANDARD . 563317 563992
S. WIRE RANGE 24—20 AWG. STANDARD 5 663312 663992
INSULATION RANGE 2.03[.080]—2.54[.100]. STANDARD A 663311 66399 — 1
/N 0.38um [.000015] MIN GOLD PER MIL—G—45204 ON MATING END FOR PACKAGING TYPE|l 292, STRIE_P/N PART NO
A LENGTH OF 5.08 [.200] MIN, 1.27um [.000050] MIN TIN—LEAD PER T = —_—
MIL—T—10727 FOR A LENGTH OF 5.69 [.224] MIN ON OPPOSITE END, BOTH S | Weo MO
OVER 1.27um [.000050] MIN NICKEL PER QQ—N-—290 ON ENTIRE CONTACT. T, s STONE e enles ¢ PR
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