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Aluminum Instrument (1455 & 1456 Series)

KEY FEATURES

• Aluminum case 0.081” (2 mm) thick aluminum.

• Aluminum top panel is 0.064” (1.6 mm) thick aluminum.

• Sold pre-assembled with a textured blue case and a

  choice of a contempra grey or a black top panel.

• Comes with self adhesive rubber feet and required

  mounting hardware.

• Replacement screws 1421J6 (Pkg. of 6, 6-32 Philips

  head screws).
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KEY FEATURES

• Designed to house electronics or for equipment interfacing where shelf or wall mounting is required.

• Consists an aluminum “U” shaped extrusion and a slide-in flat aluminum bottom plate. Steel foot “L” brackets are

  attached to each end. “L” brackets are punched with 0.31” (7.9 mm) diameter keyholes for easy mounting of enclosure.

• Visit our web site for drawings and complete detail by part number.

• Rugged body constructed from extruded aluminum, minimum thickness of .06” (1.5 mm).

• Available in clear or black anodized finish. The bottom slide-in plate is finished to match. The “L” brackets are finished

  in a textured black powder paint.

• All assembly hardware is included.
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1061TZ5541 KB1061TZ5541
hcni 03.6 05.3 02.2

mm 061 9.88 65

1022TZ5541 KB1022TZ5541
hcni 66.8 05.3 02.2

mm 022 9.88 65
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KEY FEATURES

(Aluminum Top and Case)

• Aluminum cases 0.081” (2 mm) thick aluminum.

• Aluminum top panel sizes to 14” wide are 0.064” thick

  aluminum.  Larger sizes are 0.081” thick.

• Sold pre-assembled with a textured blue case and a

  choice of a contempra grey (beige) or a black top panel.

• Comes with self adhesive rubber feet and required

  mounting hardware.

• Replacement screws 1421J6 (Pkg. of 6, 6-32

  Philips head screws).

KEY FEATURES

(Aluminum Top and Walnut Case)

• Solid oiled walnut sides on a black, ventilated steel

   base with contempra grey (beige) aluminum top panel.

• Aluminum top panel sizes to 14” wide are 0.064” thick

  aluminum.  Larger sizes are 0.081” thick.

• Comes with self adhesive rubber feet and required

  mounting hardware.

• Replacement screws 1421J6 (Pkg. of 6, 6-32

  Philips head screws).

10º Sloped Consoles (1456 Series)

rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP

stinU stinU stinU stinU stinU

snoisnemiD snoisnemiD snoisnemiD snoisnemiD snoisnemiD

poTegieB poTegieB poTegieB poTegieB poTegieB
esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna

poTkcalB poTkcalB poTkcalB poTkcalB poTkcalB
esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna

poTegieB poTegieB poTegieB poTegieB poTegieB
esaCtunlaWdna esaCtunlaWdna esaCtunlaWdna esaCtunlaWdna esaCtunlaWdna

AAAAA BBBBB CCCCC DDDDD EEEEE

UBHW1EF6541 UBHW1EF6541 UBHW1EF6541 UBHW1EF6541 UBHW1EF6541 UBKB1EF6541 UBKB1EF6541 UBKB1EF6541 UBKB1EF6541 UBKB1EF6541
hcni 5.6 5.5 5.2 5.1 6.5

mm 561 041 46 83 241

UBHW1HP6541 UBHW1HP6541 UBHW1HP6541 UBHW1HP6541 UBHW1HP6541 UBKB1HP6541 UBKB1HP6541 UBKB1HP6541 UBKB1HP6541 UBKB1HP6541 WWCHW1HP6541 WWCHW1HP6541 WWCHW1HP6541 WWCHW1HP6541 WWCHW1HP6541
hcni 41 3.8 3 5.1 5.8

mm 653 112 67 83 612

UBHW1LR6541 UBHW1LR6541 UBHW1LR6541 UBHW1LR6541 UBHW1LR6541 UBKB1LR6541 UBKB1LR6541 UBKB1LR6541 UBKB1LR6541 UBKB1LR6541
hcni 71 3.11 5.3 5.1 5.11

mm 234 782 98 83 292

UBHW1LW6541 UBHW1LW6541 UBHW1LW6541 UBHW1LW6541 UBHW1LW6541 UBKB1LW6541 UBKB1LW6541 UBKB1LW6541 UBKB1LW6541 UBKB1LW6541
hcni 02 3.11 5.3 5.1 5.11

mm 805 782 98 83 292
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15º Sloped Consoles  (1456 Series)

KEY FEATURES

Aluminum Top and Case
Same as 10 º series (see page 89)

KEY FEATURES

Aluminum Top and Walnut Case
Same as 10 º series (see page 89)

rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP
stinU stinU stinU stinU stinU

snoisnemiD snoisnemiD snoisnemiD snoisnemiD snoisnemiD

poTegieB poTegieB poTegieB poTegieB poTegieB
esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna

poTkcalB poTkcalB poTkcalB poTkcalB poTkcalB
esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna

poTegieB poTegieB poTegieB poTegieB poTegieB
esaCtunlaWdna esaCtunlaWdna esaCtunlaWdna esaCtunlaWdna esaCtunlaWdna

AAAAA BBBBB CCCCC DDDDD EEEEE FFFFF

UBHW2EC6541 UBHW2EC6541 UBHW2EC6541 UBHW2EC6541 UBHW2EC6541 UBKB2EC6541 UBKB2EC6541 UBKB2EC6541 UBKB2EC6541 UBKB2EC6541 WWCHW2EC6541 WWCHW2EC6541 WWCHW2EC6541 WWCHW2EC6541 WWCHW2EC6541
hcni 4 5.5 2 1.1 3.3 2.2

mm 201 041 15 82 48 65

UBHW2EF6541 UBHW2EF6541 UBHW2EF6541 UBHW2EF6541 UBHW2EF6541 UBKB2EF6541 UBKB2EF6541 UBKB2EF6541 UBKB2EF6541 UBKB2EF6541
hcni 5.6 5.5 2 1.1 3.3 2.2

mm 561 041 15 82 48 65

UBHW3HF6541 UBHW3HF6541 UBHW3HF6541 UBHW3HF6541 UBHW3HF6541 UBKB3HF6541 UBKB3HF6541 UBKB3HF6541 UBKB3HF6541 UBKB3HF6541
hcni 5.6 3.8 3 3.1 3.6 2.2

mm 561 112 67 33 061 65

UBHW2HF6541 UBHW2HF6541 UBHW2HF6541 UBHW2HF6541 UBHW2HF6541 UBKB2HF6541 UBKB2HF6541 UBKB2HF6541 UBKB2HF6541 UBKB2HF6541 WWCHW2HF6541 WWCHW2HF6541 WWCHW2HF6541 WWCHW2HF6541 WWCHW2HF6541
hcni 5.6 5.8 2 1.1 3.3 2.5

mm 561 612 15 82 48 231

UBHW3HK6541 UBHW3HK6541 UBHW3HK6541 UBHW3HK6541 UBHW3HK6541 UBKB3HK6541 UBKB3HK6541 UBKB3HK6541 UBKB3HK6541 UBKB3HK6541 WWCHW3HK6541 WWCHW3HK6541 WWCHW3HK6541 WWCHW3HK6541 WWCHW3HK6541
hcni 01 3.8 3 3.1 3.6 2.2

mm 452 112 67 33 061 65

UBHW3LK6541 UBHW3LK6541 UBHW3LK6541 UBHW3LK6541 UBHW3LK6541 UBKB3LK6541 UBKB3LK6541 UBKB3LK6541 UBKB3LK6541 UBKB3LK6541
hcni 01 3.11 3 3.1 3.6 2.5

mm 452 782 67 33 061 231

UBHW3HP6541 UBHW3HP6541 UBHW3HP6541 UBHW3HP6541 UBHW3HP6541 UBKB3HP6541 UBKB3HP6541 UBKB3HP6541 UBKB3HP6541 UBKB3HP6541 WWCHW3HP6541 WWCHW3HP6541 WWCHW3HP6541 WWCHW3HP6541 WWCHW3HP6541
hcni 41 3.8 3 3.1 3.6 2.2

mm 653 112 67 33 061 65

UBHW3LP6541 UBHW3LP6541 UBHW3LP6541 UBHW3LP6541 UBHW3LP6541 UBKB3LP6541 UBKB3LP6541 UBKB3LP6541 UBKB3LP6541 UBKB3LP6541 WWCHW3LP6541 WWCHW3LP6541 WWCHW3LP6541 WWCHW3LP6541 WWCHW3LP6541
hcni 41 3.11 3 3.1 3.6 2.5

mm 653 782 67 33 061 231

UBHW3HR6541 UBHW3HR6541 UBHW3HR6541 UBHW3HR6541 UBHW3HR6541 UBKB3HR6541 UBKB3HR6541 UBKB3HR6541 UBKB3HR6541 UBKB3HR6541
hcni 71 3.8 3 3.1 3.6 2.2

mm 234 112 67 33 061 65

UBHW3LR6541 UBHW3LR6541 UBHW3LR6541 UBHW3LR6541 UBHW3LR6541 UBKB3LR6541 UBKB3LR6541 UBKB3LR6541 UBKB3LR6541 UBKB3LR6541
hcni 71 3.11 3 3.1 3.6 2.5

mm 234 782 67 33 061 231

UBHW3HW6541 UBHW3HW6541 UBHW3HW6541 UBHW3HW6541 UBHW3HW6541 UBKB3HW6541 UBKB3HW6541 UBKB3HW6541 UBKB3HW6541 UBKB3HW6541
hcni 02 3.8 3 3.1 3.6 2.2

mm 805 112 67 33 061 65

UBHW3LW6541 UBHW3LW6541 UBHW3LW6541 UBHW3LW6541 UBHW3LW6541 UBKB3LW6541 UBKB3LW6541 UBKB3LW6541 UBKB3LW6541 UBKB3LW6541
hcni 02 3.11 3 3.1 3.6 2.5

mm 805 782 67 33 061 231
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30º Sloped Consoles  (1456 Series)

KEY FEATURES

Aluminum Top and Case
Same as 10 º series (see page 89)

KEY FEATURES

Aluminum Top and Walnut Case
Same as 10 º series (see page 89)

rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP
stinU stinU stinU stinU stinU

snoisnemiD snoisnemiD snoisnemiD snoisnemiD snoisnemiD
poTegieB poTegieB poTegieB poTegieB poTegieB

esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna
poTkcalB poTkcalB poTkcalB poTkcalB poTkcalB

esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna
poTegieB poTegieB poTegieB poTegieB poTegieB

esaCtunlaWdna esaCtunlaWdna esaCtunlaWdna esaCtunlaWdna esaCtunlaWdna
AAAAA BBBBB CCCCC DDDDD EEEEE FFFFF

UBHW3EC6541 UBHW3EC6541 UBHW3EC6541 UBHW3EC6541 UBHW3EC6541 UBKB3EC6541 UBKB3EC6541 UBKB3EC6541 UBKB3EC6541 UBKB3EC6541 WWCHW3EC6541 WWCHW3EC6541 WWCHW3EC6541 WWCHW3EC6541 WWCHW3EC6541
hcni 4 5.5 3 1.1 7.3 2.2

mm 201 041 67 82 49 65

UBHW3EF6541 UBHW3EF6541 UBHW3EF6541 UBHW3EF6541 UBHW3EF6541 UBKB3EF6541 UBKB3EF6541 UBKB3EF6541 UBKB3EF6541 UBKB3EF6541
hcni 5.6 5.5 3 1.1 7.3 2.2

mm 561 041 67 82 49 65

UBHW4GF6541 UBHW4GF6541 UBHW4GF6541 UBHW4GF6541 UBHW4GF6541 UBKB4GF6541 UBKB4GF6541 UBKB4GF6541 UBKB4GF6541 UBKB4GF6541
hcni 5.6 2.7 4 1.1 7.5 2.2

mm 561 381 201 82 541 65

UBHW3EK6541 UBHW3EK6541 UBHW3EK6541 UBHW3EK6541 UBHW3EK6541 UBKB3EK6541 UBKB3EK6541 UBKB3EK6541 UBKB3EK6541 UBKB3EK6541
hcni 01 5.5 3 1.1 7.3 2.2

mm 452 041 67 82 49 65

UBHW4GK6541 UBHW4GK6541 UBHW4GK6541 UBHW4GK6541 UBHW4GK6541 UBKB4GK6541 UBKB4GK6541 UBKB4GK6541 UBKB4GK6541 UBKB4GK6541
hcni 01 2.7 4 1.1 7.5 2.2

mm 452 381 201 82 541 65

UBHW4KK6541 UBHW4KK6541 UBHW4KK6541 UBHW4KK6541 UBHW4KK6541 UBKB4KK6541 UBKB4KK6541 UBKB4KK6541 UBKB4KK6541 UBKB4KK6541 WWCHW4KK6541 WWCHW4KK6541 WWCHW4KK6541 WWCHW4KK6541 WWCHW4KK6541
hcni 01 2.01 4 1.1 7.5 2.5

mm 452 952 201 82 541 231

UBHW4GP6541 UBHW4GP6541 UBHW4GP6541 UBHW4GP6541 UBHW4GP6541 UBKB4GP6541 UBKB4GP6541 UBKB4GP6541 UBKB4GP6541 UBKB4GP6541
hcni 41 2.7 4 1.1 7.5 2.2

mm 653 381 201 82 541 65

UBHW4KP6541 UBHW4KP6541 UBHW4KP6541 UBHW4KP6541 UBHW4KP6541 UBKB4KP6541 UBKB4KP6541 UBKB4KP6541 UBKB4KP6541 UBKB4KP6541 WWCHW4KP6541 WWCHW4KP6541 WWCHW4KP6541 WWCHW4KP6541 WWCHW4KP6541
hcni 41 2.01 4 1.1 7.5 2.5

mm 653 952 201 82 541 231

UBHW4KR6541 UBHW4KR6541 UBHW4KR6541 UBHW4KR6541 UBHW4KR6541 UBKB4KR6541 UBKB4KR6541 UBKB4KR6541 UBKB4KR6541 UBKB4KR6541
hcni 71 2.01 4 1.1 7.5 2.5

mm 234 952 201 82 541 231

UBHW4KW6541 UBHW4KW6541 UBHW4KW6541 UBHW4KW6541 UBHW4KW6541 UBKB4KW6541 UBKB4KW6541 UBKB4KW6541 UBKB4KW6541 UBKB4KW6541
hcni 02 2.01 4 1.1 7.5 2.5

mm 805 952 201 82 541 231


