PART PART ~ ~ ~ ~ ~ REV. o
NAME NEMA 4X ENCLOSURE NG, PN-1336, PN-1336-C AND PN-1336-DG DATE 12-21-07/
INDUSTRY STANDARDS: 0115 | =
POLYCARBONATE (LIGHT GRAY AND CLEAR) —~— 0709 —=
UL94V-2 FLAMMABILITY RATING (UL FILE #E41613) —=| 0355 |~— 0.080 1 \/\/7
UV STABILIZED ‘ ¢ r
SERVICE TEMPERATURE RANGE: —-40°C TO +120°C S I 7
ABS (DARK GRAY) ol ( + ) 0250 f
UL94-HB FLAMMABILITY RATING (UL FILE #E56070) f =
SERVICE TEMPERATURE RANGE: -40°C TO +80°C SILICONE GASKET
0,090 DIA. HOLE x 0.203 DEEP (CLEAR) ‘ F ¢
MOUNTING BOSSES USE EITHER  DETAIL "C” 0310 DA
e —— —— M2.5 METRIC OR #4 STD. SHEET  (4) PLACES 0172 DIA. CRORE
e - oo METAL SCREWS x 0188 LG.
'L;nﬂ': | I :'ﬁ | (NOT SUPPLIED) ‘ f ! /] f
n'1—'rp—| ————————————————— rq‘i—rh‘
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0276 —=| |=— 4172 ——= W LT DETAIL "D~
0433 —=| ||~—— 3858 ——=] M4 x 0315 LG 4794 f
4 g o THREADED INSERT -
! (4) PLACES —~—4l/e ——= |—=— 0276 -~ 03¢0 —=]
‘ ‘ r 0,393 |, r 0,276 1287 0,276 L1l REF
0.669 0938 rf’o*- 7 = \L-@ & 5 777 .
S [ f (o ‘ ——f = 0118
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SEE DETAIL “C" — - -
0.118 TYP. SECTION ”A—A” 0.180 TYP, SEE DETAIL ‘D
0174 DIA. HOLE x 0.203 DEEP
0,250 DIA. BOSS WITH (4) PLACES COVER
M3 x 0188 LG MOUNTING BOSSES USE EITHER
THREADED INSERT BODY M5 METRIC OR #10 STD. SHEET NOTE: ALL DIMENSIONS HAVE +0.015 TOLERANCE UNLESS OTHERWISE SPECIFIED,
(4) PLACES METAL SCREWS x 0.312 LG VATERTAL FINISH
(SCREWS NOT SUPPLIED) (NOT SUPPLIED) PART NUMBER BODY | COVER BODY | COVER HARDWARE KIT
PN-1336 POLYCARBONATE LIGHT GRAY KIT CONTAINS (4
PN-1336-C POLYCARBONATE LIGHT GRAY] CLEAR | M4 x 20mm (0.787") LG.
PN-1336-DG HIGH-IMPACT ABS DARK GRAY SCREWS FOR ASSEMBLY




