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3M Pak 100 Low Profile Header
.100″ × .100″ Accessories

Connector
Pin Qty

Dimension
A

10 .81 [20.6,]

14 1.02 [25.9]

16 1.12 [28.4]

20 1.32 [33.5]

24 1.52 [38.7]

26 1.63 [41.4]

30 1.83 [46.4]

34 2.03 [51.6]

40 2.33 [59.2]

50 2.83 [71.9]

60 3.33 [84.6]

64 3.53 [89.7]

Part Number Material Color

3505--33 Nylon Gray

Part Number Material Color Dim A

3518 PBT Gray .02

Part Number Material Color

3201--1 PBT Gray

3201--2 PCT Beige

3505-8XXX

Clip Height Code
0 = .31 [ 7.9 ] for Sockets W/O

Strain Relief
1 = .53 [ 13.5 ] for Sockets with

Strain Relief

Connector Pin Count:
(See Table)
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.144
[3.66]

.830
[21.08]

.057
[1.45]

.573
[14.55]

.204
[5.18]

.118
[3.00]

.043
[1.09]

Long Snap In Latch

.15
[3.8]

.09
[2.3]

A

Breakaway
Tab .34 Ref

[8.6]
.118

[3.00]

.370
[9.40]

.102
[2.59]

.267
[6.78]

.082
[2.10]

.030 Dia
[0.76]

.2 ± .1
[5.1]

A

Maximum Uncoated Area
(On both edges)

Alternate
Uncoated

Area

Clip Height
Code

.11
[2.8]

Note: #2216 B/A Scotchweld can be used to adhere keys.

Polarizing Keys

Polarizing Post

Short/Long Socket Retainer Clip

142
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Minimum 10% 
Post-consumer Fiber

Important Notice
All statements, technical information, and recommendations related 
to 3M’s products are based on information believed to be reliable, 
but the accuracy or completeness is not guaranteed.  Before using 
this product, you must evaluate it and determine if it is suitable 
for your intended application.  You assume all risks and liability 
associated with such use.  Any statements related to the product 
which are not contained in 3M’s current publications, or any 
contrary statements contained on your purchase order shall have 
no force or effect unless expressly agreed upon, in writing, by an 
authorized officer of 3M.

Warranty; Limited Remedy; Limited Liability. 
This product will be free from defects in material and manufacture 
for a period of 1 year from the time of purchase.  3M MAKES NO 
OTHER WARRANTIES INCLUDING, BUT NOT LIMITED TO, ANY 
IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS 
FOR A PARTICULAR PURPOSE.  If this product is defective within 
the warranty period stated above, your exclusive remedy shall be, 
at 3M’s option, to replace or repair the 3M product or refund the 
purchase price of the 3M product.  Except where prohibited by 
law, 3M will not be liable for any indirect, special, incidental or 
consequential loss or damage arising from this 3M product, 
regardless of the legal theory asserted. 


