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/N 0.76um [.000030] MIN GOLD PER MIL—G—45204 ON MATING END FOR
A LENGTH OF 5.08 [.200] MIN WITH GOLD FLASH ON THE REMAINDER
OVER 0.76um [.000030] MIN NICKEL PER QQ—N-—290.

/A 1.27um [.000050] MIN TIN—LEAD PER MIL—T—10727 OVER
O.76um [.000030] MIN NICKEL PER QQ—N-—290.

/3\ 0.76um [.000030] MIN GOLD PER MIL—G—45204 ON MATING END FOR SMALL PACK 9 SRASS 1-66105-9 2-66105-0
A LENGTH OF 5.08 [.200] MIN WITH A UNIFORM GRADIENT TO 0.25um STNDARD 9 SRASS 3—66104-0 1-66105=9
[.000010] MIN GOLD PER MIL—G—45204 ON THE REMAINDER OVER SMALL PACK 1 SRASS 66104 —4 1-66105=8

/N 0.38um [.000015] MIN GOLD PER MIL—G—45204 ON MATING END FOR EMAEE EAEE 2 ggég 2211%1__21 1:22182:2
A LENGTH OF 5.08 [.200] MIN WITH GOLD FLASH ON THE REMAINDER 3
OVER 0.764m [.000050] MIN NICKEL PER QQ-N—290 OBSOLETE STANDARD A BRASS 2—66104—6 1—66105—4

A ' ' OBSOLETE STANDARD 1 PHOSPHOR BRONZE 2—-66104—23 1-66105—-3
1.27uwm [.000050] MIN GOLD PER MIL—G—-45204 ON MATING END FOR OBSOLETE STANDARD A PHOSPHOR BRONZE 2—66104—2 1—-66105—2
A LENGTH OF 5.08 [.200] MIN WITH GOLD FLASH ON REMAINDER OBSOLETE STANDARD ; BRAGS T 6B104—6 T-66105-0

A GOLD PLATING NOT REQUIRED IN THIS AREA. STANDARD A BRASS 66104—73 66105—3

7. WIRE RANGE 24—20 AWG. STANDARD A BRASS 66104—2 66105—2
INSULATION RANGE 1.02[.040]—2.03[.080]. STANDARD A BRASS 66104—1 66105—1

0.38um [.000015] MIN GOLD PER MIL—G—45204 ON MATING END FOR PACKAGING TYPE| BO, WA STRIE. P/N PART NO
A LENGTH OF 5.08 [.200] MIN, 1.27um [.000050] MIN TIN—LEAD PER THIS DRAWING IS A CONTROLLED DOCUMENT. [P o RS Tyco Electronics Corporation
MIL—T—10727 FOR A LENGTH OF 5.69 [.224] MIN ON OPPOSITE END, BOTH R SR E Electronics  City. State, Zip
OVER 1.27um [.000050] MIN NICKEL PER QQ—N—-290 ON ENTIRE CONTACT. OTHERWISE SPECIFED:  [APYD

A 1 27 INCHES G.STEINHAUER SOCKET ASSEMBLY,

.27 mwm [.000050] MIN TIN PER MIL—T—10727 OVER omc s - et BlEeE e T
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