082 DIA. 4 |
040 DIA. : T o
dwoa [ 1] 98 o, !

‘ i
187 DIA. ¢ i . —
.065 DIA. ‘ 160
145 DIA. | t 360
145 DIA :[E oo
. . ‘

| b

033 (1)

2810-X-00-XX-00-00-07-0

Swage mount in .118 hole

2561/2508

.064 DIA. ‘

HOLE -
090 DIA | 0 t
e T 023 v
125 DIA, i ¢J
— ]
.048 DIA. 1 s ‘
.094 DIA. *T 219
‘ } 063 ‘
.094 DIA. ;
! f
020 (TYP)

2561-X-00-XX-00-00-07-0

Swage mount in .094 hole

.064 DIA. o
HOLE ‘ } ‘ i *
063
.090 DIA. o 4y
|
125 DIA.
] | :
|
.048 DIA. ‘ 090
.094 DIA. j—L 237
%ﬁ o
.094 DIA. ;
!
.020 (1)

2551-X-00-XX-00-00-07-0

Swage mount in .094 hole

SOLDER TERMINALS
TURRETS

Board
-X- |Thick-| Length
ness \
2 .062 .105
3 .094 135
4 125 .165

.064 DIA. ‘
HOLE

|
|
.090 DIA. T

125 DIA.
.047 DIA.

T
.093 DIA. ‘
oe2 S0
.047 DIA. 7‘?762
R
020 (1v®)

093 DIA,
2508-X-00-XX-00-00-07-0

Swage mount in .094 hole

Board
-X- |Thick-| Length
ness \
1 .031 075
2 .062 105
3 .094 135
4 125 165

2524

055 DIA
HOLE

.087 DIA L

125 DIA.

.050 DIA.
.094 DIA.

.050 DIA.
.094 DIA.

| | - Board
| 060 | -X- |Thick-| Length
ﬁ' I ness v
¢ 1 .031 .075
L] 047 | 2 | oe2| .105
‘ b ooge 3 | o004 .35
‘ 4 125 .165
.062 340
ﬁ f
| 062
IR
025 (TYP)

2524-X-00-XX-00-00-07-0

Swage mount in .092 hole

Board
- X - |Thick-|Length Depth
ness \' D
1 .031 | .063 | .047
2 .062 | .094
3 .094 | 125 .062
4 125 | .156

2812

082 DIA

.053 DIA,

112 DIA

.187 DIA.
.065 DIA,
145 DIA.

145 DIA.

2551

.082 DIA.

f— 031 1 Board
094 4 -X- |Thick-| Length
f ; 312 ness \4
156 J
Y 1 .062 105
"| N 2 .094 135
| 3 125 | 165
T 70?5 4 .188 .230
‘ 156
—1 | 360
| 094
——F-
| t 033 (1Y)

2812-X-00-XX-00-00-07-0

Swage mount in .116 hole

SPECIFICATIONS

PIN MATERIAL:
Brass Alloy 360, 1/2 Hard
Swage pins are annealed

DIMENSION IN INCHES
TOLERANCES ON:

LENGTHS: +.005
DIAMETERS: +.002
ANGLES: +2°

ORDER CODE: XXXX-X-00-XX-00-00-07-0

BASIC PART # J

RoHS
2002/95/EC

L SPECIFY PIN FINISH:

01 200u" TIN/LEAD OVER NICKEL
<> 80 200p" TIN OVER NICKEL (RoHS)
< 44 300p" SILVER OVER COPPER (RoHS)
< 50 300p" ELECTRO-SOLDER (RoHS)

(60/40 SnPb)
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